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STUDY OF APPLICATIONS
OF A TRACKING FILTER
TO STABILIZE
LARGE FLEXIBLE LAUNCH VEHICLES

David C. Cunningham
Robert L. Schaeperkoetter

Sperry Phoenix Company
Division of Sperry Rand Corporation
Phoenix, Arizona

INTRODUCTION

This report presents a technical summary of the work done
during Phase I of Contract NAS8-20080. The purpose of the study
was to develop an adaptive control system for the stabilization
of structural bending modes in flexible launch vehicles, The
adaptive portion of the control system utilizes an adaptive
tracking filter developed by the Sperry Phoenix Company.

The program was divided into two basic areas of investigation.
The first area involved a detailed analysis of the adaptive
tracking filter. Results of this investigation include informa-
tion which defines the operating characteristics of the filter
and the development of techniques for improving the performance
of the filter. The second area of investigation was studying
the application of the adaptive tracking filter for stabilizing
the first two bending modes of a flexible launch vehicle, To
accomplish this, analytical studies and computer simulations were
performed to design and evaluate two separate adaptive control
systems for the Saturn IB, SA-201 launch vehicle. The first of
these configurations provides gain stabilization of the first
two structural bending modes; the second configuration provides
phase stabilization of these two modes.

The purpose of this report is to present a description of the
work accomplished, the technical results obtained, and the con-
clusions and recommendations resulting from the study. The body
of this report is divided into two sections; the first section
covers the analysis of the adaptive tracking filter, and the
second section covers the application studies.




SUMMARY

The study of applications of the adaptive tracking filter to
launch vehicle structural bending mode stabilization has been
divided into two basic areas of investigation: 1) determination
of the static and dynamic characteristics of the adaptive track-
ing filter, and 2) application of the adaptive tracking filter to
the specific problem of gain- and phase-stabilizing the first two
bending modes of the S-IB-201 launch vehicle.

The frequency tracking technique is based on detecting the
phase angle between the input signal and a reference signal. The
reference signal is obtained from a tunable second-order filter
which is driven by the input signal. The phase angle of the
reference signal is a function of the frequency of the input and
the filter natural frequency, and the rate of change of the filter
natural frequency is made proportional to the output of the phase
detector. When the filter frequency equals the input frequency,
the input and reference signals differ in phase by 90 degrees and
a null condition exists at the phase detector output.

Dynamic analysis of the frequency adjustment loop has shown
that the response of the filter natural frequency to a small
change in input frequency is essentially that of a first-order
lag network. (For large changes in frequency, the tracking
response becomes nonlinear.) Because the response is exponential,
frequency identification time is defined as the time required for
the filter to track to 95 percent of its final value. For several
frequency tracking system configurations and a single frequency
input, equations have been derived for the 95 percent tracking
time. With a multiple frequency input, the tracking time must be
obtained using numerical integration.

Static analysis of the adaptive tracking filter has included
the determination of output harmonics for both single and multiple
frequency inputs. Harmonics are introduced through modulation of
the control signals by high frequency components in the frequency
tracking system. With a notch configuration, the predominant
harmonic at the filter output is the third harmonic of the input
signal frequency and is proportional to the tracking-loop gain.
For a given application, the limiting value of this gain will be
determined by the maximum allowable harmonic content of the filter
output.

A detailed analysis was made of the multiple frequency input
case to determine the frequency tracking error and the frequency
discrimination of the system., For this study, it was assumed that




only two predominant frequency components were present in the
input signal. The equation for a null condition to exist in the
frequency adjustment loop was derived, and a digital computer pro-
gram was written to solve the equation for the equilibrium filter
natural frequency. The filter may, under certain conditions,
track to a location near one or the other input frequencies, de-
pending on its initial frequency. The availability of several
reference signals for use in the frequency tracking system per-
mits the filter to be designed to favor either the high or the low
input frequency.

The damping ratio of the second-order filter pole has a sig-
nificant influence on the frequency discrimination of the system.
Lower damping ratios result in a more sharply tuned system which
provides better discriminationj however, there 1is usually a con-
flicting requirement for using larger damping ratios to obtain
more desirable characteristics for the control loop compensation,
The conflicting requirements on the selection of the damping ratio
would be eliminated if the tracking filter were conflgured to use
two separate filters that were frequency slaved, in lieu of the
single filter which must accomplish both identification and
control.

Application studies of two adaptive tracking filters were
conducted. The S-IB-201 launch vehicle configuration was used in
these studies. The first three bending modes, fourth and fifth
cluster modes, and the SIV-B Lox tank slosh mode were included in
the vehicle model.

A basic control system using first and second mode adaptive
tracking filters was developed.. Except for the difference in the
bending mode compensation in the attitude and the attitude rate
loop, the adaptive system 1s the same as the conventional S-IB-201
vehiecle control system. Fixed compensation consisting of a single
four-radian lag network is used to provide gain stabilization of
higher frequency bending and cluster modes. The requirement for
this fixed compensation exlists regardless of whether the first two
bending modes are gain- or phase-stabilized.

For phase stabllization, the first and second bending mode
adaptive tracking filters were configured as second-order, lag-
lead networks. For gain stabilization, two notch filter con-
figurations were used.

Fixed-point trajectory studles were conducted which demon-
strated that both of the above configurations are capable of
providing the required stabilization for nominal first and second
bending mode parameters. Rigid body stability margins obtained




with both the gain- and phase-stabilization configuration de-
scribed above are essentially the same as those obtained with the
conventional S-IB-201 control systenm.

A real-time trajectory simulation study was also conducted.
In addition to evaluating the performance of the adaptive tracking
filter in a dynamically changing vehicle environment, the effect
of structural mode parameter variations on overall performance was
ascertained. During evaluation of the phase-stabilization config-
uration, a tendency for the first mode adaptive tracking filter to
track to the propellant slosh frequency was noted. This tendency
was minimized by adding high-pass filters at both demodulator in-
pgts to improve the frequency discrimination of the tracking
filters.

The results of both analytical and simulation studies have
verified that the objective of gain- and phase-stabilizing the
first two bending modes using adaptive tracking filters has been
accomplished. As a result of the combined effect of control
sensor location, rigid body characteristiecs, and control system
lags, the rigid body stability is basically the same for both the
adaptive control system and the conventional control system. The
adaptive system does show an advantage over the conventional sys-
tem in that it maintains a more stable system for the bending
modes whenever the bending mode parameters vary. The overall loop
gain, however, is limited by the rigid body stability and not by
the stability of the bending modes.



DESCRIPTION OF THE ADAPTIVE TRACKING FILTER

The adaptive tracking filter is a second-order compensator
which is capable of adaptively changing its natural frequency to
coincide with the frequency of the predominant harmonic component
of its input. It is comprised of a tunable second-order filter
and a frequency tracking system. Figure 1 presents some typical
transfer functions which may be realized with the adaptive track-
ing filter. These transfer functions are obtained by summing
selected signals from the circuit used to develop the tunable
second-order filter., This is shown in figure 2, where the A's
determine the coefficients in the numerator polynomial of the
transfer function generated. For example, if Ay = A, =1 and
Ap = O, the notch characteristic of figure la is obtained

The frequency tracking system adjusts the natural frequency
of the tunable second-order filter by integrating a frequency
error signal generated by a demodulator and supplying this to two
wp multipliers in the second-order filter. The frequency error
signal is produced by using a demodulator to detect the phase
shift between the input and a reference signal obtained from the
second-order filter. This reference signal is selected to have
a phase characteristic which is a function of the ratio of the
existing filter natural frequency (mp) and the frequency of the
input (wg). When these two frequencies are the same, the phase
shift of the reference is 90 degrees, and the average demodulator

output is zero.

Characteristics of the tunable second-order filter are
described first, followed by analyses of the operation of the
adaptive tracking filter for single and multiple frequency inputs.

Characteristics of the Tunable Second-Order Filter

The differential equation of the tunable second-order filter
is derived for a general time-varying filter natural frequency in
Appendix A.

.. 2 . . 3
o_ € + (20 _wS - mp) eout * mp e

p out PP out

- 3 2 . . ..



If the natural frequency of the filter is constant, this
equation reduces to the general second-order transfer function.

2 2
ACS + Abmps + Aamp

G(s,w_ ) =
P 52 + 2 0. 8 + wl
PP p

Gain and phase characteristics for specific values of Ag,
Ab, and A, are illustrated in figure 1. Figures la and 1b repre-

sent the notch and complex lag-lead networks which were used 1n
the application studies.

Figures lc, d, and e present transfer functions which may be
used to produce demodulator reference signals, Selectlion of a
particular demodulator reference is determined by the setting of
switches S1 and S2 shown in figure 2.

s1 g0 Demodulator Reference
Transfer Function
Closed Open' "high-pass", figure lc
Open Closed "low-pass', figure 1d
Closed Closed "gll-pass", figure le

The transfer functions shown in figures 1f and lg represent
all-pass and band-pass configurations which can also be obtalned
with the adaptive tracking filter.

Single Frequency Input Analysis
This section presents the results of an analysis of the adap-

tive tracking filter for the case where the input signal contains
a single frequency.

ey = A sin (wat + Oa)




Throughout the analysis of the tracking filter system, a quasi
steady-state condition is assumed in which the transient response
of the tunable second-order filter is neglected. Thus, the ampli-
tudes and phase angles of signals appearing in the second-order
filter are found by evaluating steady-state transfer functions at
the instantaneous filter natural frequency. Analog verification
of the analysis has indicated this assumption to be valid for the
values of the various system parameters considered in this study.

Characteristics of the Freguency Tracking System.- Three
types of demodulators have been considered which are capable of
detecting the phase angle between the input and reference signals.
Figure 3 illustrates the operation of these demodulators when the
natural frequency of the second-order filter is less than the
input signal frequency. The reference signal, in this case, leads
the input by an angle @ which is between zero and 90 degrees.
(See figure 1lc, d, e.) Figure 3 indicates that the average out-
put of each demodulator is positive. Since the integral of this
signal 1s proportional to the natural frequency of the second-
order filter, the positive average output means that the filter
frequency is increasing.

The output of each demodulator may be approximated by the
first two terms of its Fourier expansion. (This representation
is exact for the multiplier demodulator with a sinusoidal input.)
Table 1 1lists the Fouriler coefficients obtained when the inputs to
the demodulators are:

"

ein A sin wat

e

r = C sin (wat )]

Note that when the phase angle @ 1is 90 degrees (filter natural
frequency equal to input signal frequency), the average output

1s zero, and the component at twice the input frequency is a
maximum,

The amplitude C and phase angle @ of the reference are
obtained by evaluating the transfer function relating the refer-
ence to the input G(s,mp) at the Input signal frequency
(s = jwg). Table 2 summarizes the amplitude and phase angle
obtained for each of the three demodulator reference transfer
functions. Substituting these expressions into the average de-
modulator output equations (table 1), a relationship is obtained
which relates the frequency ratio (wp/wgz), to the de signal
generated by the frequency tracking system. This relationship is




given in table 3 for the nine possible combinations of demodula-
tors and demodulator reference transfer functions. Note that the
frequency error characteristics of the chopper and double chopper
dgmodulators are independent of the reference signal selected.
Figures 4 through 8 are normalized plots of these functions for
several values of the fllter pole damping ratio Cp.

The demodulator output is related to the rate of change of
the adaptive tracking filter natural frequency by the tracking
gain Ky, and the tracking time can be obtained from the frequency
error functions using:

opts) opolta) |

. po
wpo(tl) mpo

In the second integral above, the subscript "o" 1s used to indi-
cate that the second (and higher) harmonics are neglected.

Equations have been derived for the tracking time assoclated
with the multiplier type of demodulator. These are presented in
table 4 and are plotted in figures 9, 10, and 11 to provide a
graphical solution for the time required for the frequency track-
ing system to track to 95 percent of its final value. Given the
ratio of the initial filter frequency to the input frequency
(wp/wg) = X the identification time can be computed by multi-
plging the value given in the appropriate flgure £f(X) by
(204/A2K,).  (Note that the symmetry of figures 4, 5, and 6 1s
not carried through to figures 9, 10, and 11.)

Figures 12a and b are analog computer recordings showing the
adaptive tracking filter tracking from 1 to 2 radians per second
and from 2 to 1 radians per second, respectively. In both
recordings A =1, Kz = 0.1, and Zp = 0.2, From figure 9 the
95 percent tracking time is computed to be

2w
- a 1Y _ _(2)¢2 =
T(1 to 1.9) = A2K f(‘g) = _({T%-é_._% (0.34) = 13.6 seconds

a

2w
- e of2) - _(2)() -
T(2 to 1.05) = A2Ka f(l) = Y0, D (1.69) = 33.8 seconds
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These values are verified by the actual response. The ripple
which is present on both runs 1s the second harmonic of the
input frequency.

A linearized model of the frequency tracking system has been
derived which hold for small changes in the frequency of the in-

put signal. Assuming perturbations in the input and filter

natural frequencies and neglecting products of perturbation leads
to the linear variational equation.

. dw o dw o
EXDpo = Ema dw, + 5mpo a”po
®a™po %0 ©a™po Lo

For each of the nine combinations of demodulators and demodu-
lator reference transfer functions, the linearized model is a
first-order lag with unity static gain. Table 5 presents the time
constants, which are functions of the equilibrium frequency wgq.
The response of the actual frequency tracking system is compared
in figure 13 with the response of the linearized model, when its

time constant is evaluated at the initial and final filter natural
frequencies.

Harmonic Analysis.- The second harmonic of the input fre-
quency is generated by the demodulator and represents a "jitter"
of the tunable second-order filter's natural frequency. The
effect of this jitter is to modulate control signals shaped by
the adaptive tracking filter. An analysis was undertaken to

determine the magnitude of the harmonics thus introduced into the
control signals.

For steady-state conditions, the output can be expressed as a
Fourier series with undetermined coefficients. After substituting
this series into the time-varying system differential equation, a
recursion formula is developed by equating the coefficients of
terms having the same frequency. This relationship is written in
band matrix form and solved on a digital computer.

The harmonics generated by the jitter at twice the frequency
of the input is a special case of the more general problem which
occurs when the input contains two frequency components. Details
of the analysis of this multiple frequency input case are pre-
sented in Appendix A.
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For & notch configuration employling the multiplier type of
demodulator and the high-pass demodulator reference transfer
function, the digital program was used to compute the magnitude
of the first nine harmonics for various values of input and adap-
tive tracking filter parameters., The third harmonic is predomi-
nant, and the variation of its amplitude with the amplitude and
frequency of the input, tracking gain, and damping ratio of the
second-order filter pole, is shown in figures 14, 15, 16, and 17,
respectively. From these and similar curves plotted for the other
harmonics, the functional dependence of the various components
of the output were determined graphically.

The general expression for the harmonics generated by the
notch 1is:
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Multiple Frequency Input Analysis
This section presents the results of an analysis of the adap-

tive tracking filter for the case where the input contains two
frequency components.

ey = A sin (wat + ea) + B sin (mbt + eb)

As in the single frequency input case, the assumption is made
that the transient response of the second-order filter can be

neglected,

Accuracy of Frequency Tracking System.- Static accuracy of
the adaptive tracking filter has been determined by assuming
steady-state conditions in the filter for an input containing two
frequencies. The coordinate system shown in figure 18 is con-
venient for depicting the equilibrium location of the second-order
filter's natural frequency relative to the two input frequencies.
The horizontal center line represents wpg = wg and the vertiecal
centerline wpg = ®he The quadrants formed by these axes deter-
mine the relagive size of wg, wph, and wpo as given by the
inequalities shown on the figure. With these coordinates, the
diagonal lines with negative slopes are the loci of constant input
frequency ratio wp/wg. Straight lines with slope k passing
through the (1,1) point represent a frequency tracking function
of the form:

CDpO = [(DaCD]g] ( l/k+l )

The diagonal axis labeled (wp/w,), for example, is the geometric
mean frequency,

The filter frequency 1is determined by setting the expression
for the average demodulator output equal to zero., With a multi-
plier type demodulator, the average demodulator output can be
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determined by superposition, since all cross terms represent sig-
nals with zero average value, A high-pass demodulator reference
results in the following sixth-order polynomial equation for w_

po
2 2 2 2 6 2 4 2 2 2 2,2 2
(-A.ma - B wb)‘”po + (A w, + 2A @ ®y = LA “ow

2 22 2,222} L 24 2 2,2 4 2 22k
+2B‘”dwb - 4B Cﬁwébb)‘bpo + (:2A wgoy + LA prawb - A W Wy,

me% - Bzw:w§)<b2 + (A%w%w” + Bszmg) =0

224 2¢ 2
- 2B 0wy + 4B cp a po ab

Figure 19 is a plot of the positive real roots of this equation
for an input having equal amplitude frequency components, &nd a
filter pole damping ratio of 0.2, Only the first quadrant of
figure 18 is shown. The intersection of a curve with the dlagonal
corresponding to the given input frequency ratio determines the
filter frequency. For (wp/wy) 1less than 5.6, only one stable
filter location exists independent of the initial frequency of the
filter, The solution is near op. When wp/wg 1s greater than
5.6, the filter will track toward wy or wg, depending on
whether the initial filter frequency is above or below the dashed
line shown. The arrows in the figure indicate the tracking path.
It 1s possible to arrange the adaptive tracking filter to favor
the lower frequency (wg) by use of the low-pass demodulator
reference transfer function.

In figure 20, the filter pole damping ratlo has been decreased
to 0.05. The critical frequency ratio is 1.15 indicating con-
siderable improvement in frequency discrimination.

No analytical solution has been found for the frequency track-
ing accuracy when demodulators other than the multiplier are used.
Tests have been run, however, which indicate that the chopper type
generally shows better frequency discrimination capability than
the multiplier. It has also been noted that, with the chopper
demodulator, the filter equilibrium frequency is dependent on the
phase angle between the two frequency components of the input,
when the input frequency ratio is an odd integer.

The order of magnitude of improvement is illustrated in
figures 21 and 22. These are analog computer recordings comparing
the tracking response of the chopper and multiplier demodulator
configurations when the adaptive tracking filter frequency is
initially high (figure 21) and low (figure 22). The recordings
of the multiplier demodulator also verify figure 20.
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Frequency JIdentification Time. - Tracking time for an input
containing two frequencies can be determined using the same tech-
nique that was applied in the single frequency input case. For a
multiplier type of demodulator, the average demodulator output,
€do © épo/Ka, can be obtained using superposition of the fre-
quency errors produced by the two frequency components of the
input applied separately. Figures 23 and 24 1llustrate the fre-
quency error functions obtained with inputs of the form:

€in = A(sin w,t + sin amat) and e; = A(sin o t + sin 3mat)

The amplitudes and frequencies of both components of the input
were normalized, and the high-pass demodulator reference was
assumed for these figures. Zero crossings correspond to the
equilibrium filter natural frequencies given in figure 19,

Similar frequency error characteristics for the chopper and double
chopper demodulators must be obtained using either digital or
analog simulation, since superposition does not apply.

Effective identification time is obtained using:

mp(tl) wp mpo(tl) ®p6

The time required for the adaptive tracking filter to track
to 95 percent of its final value has been computed for the error
characteristics given in figure 23 and is plotted in figure 2%
for 5, = 0.2 and in figure 26 for €p = 0.1. Given the ratio
of the initial filter natural frequency to the lower input fre-
quency (mp/ma) = X the tracking time is computed by multi-
plying the va%ue of the function f(X), given in figure 25 or
26, by (ma/A K ).

Harmonic Analysis.- With two frequencies present in the input
to the adaptive tracking filter, the output of a multiplier type
of demodulator contains the sum, difference, and second harmonics
of both input frequencies. This "jitter" creates a complex modu-
lation of the control signals shaped by the tunable second-order
filter. The difference term is likely to be predominant due to

the gain characteristic of the integrator in the frequency track-
ing system.
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An analysis was undertaken to evaluate the effect of the
tracking jitter on the transmission of the filter. Detalls of
this study are presented in Appendix A. The result of the analy-
sis is a digital computer program which computes the magnitude of
the various harmoniecs and subharmonies in the filter output.

Test cases have been run for equal amplitude frequency components,
and preliminary results are summarized in table 6,
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APPLICATION TO THE S-IB-201 BENDING STABILIZATION PROBLEM

Application studies were performed to demonstrate the ability
of two adaptive tracking filters to both gain- and phase-stabilize
the first two bending modes of the S-IB-201 launch vehicle., To
meet this objective, two control systems using first and second
mode tracking filters were designed and evaluated.

The vehicle model used for the application studies is the
5-IB-201 configuration pictured in figure 27, The vehicle equa-
tions and data for the S-IB-201 vehicle were supplied by Marshall

Space Flight Center and are summarized in Appendix B.

Fixed-point simulation and analytical studies were conducted
at launch, maximum dynamic pressure, burnout, and points of con-
trol system gain change. The flight times corresponding to these
trajectory points are summarized in table 7 along with the domi-
nant structural modes at each time. Propellant slosh effects
were not included during initial point studies, although later
studies were based on a vehicle model which included the SIV-B
Lox tank mode.

A real-time launch trajectory simulation study was conducted
in addition to the fixed-point studies. The vehicle model used
for this study included the first three bending modes, the fourth
and fifth cluster modes, and the SIV-B Lox tank slosh mode.

Design Philosophy

The objective of any flight control system design, whether
conventional or adaptive, is to provide good rigid body response
while providing acceptable stability margins with respect to
parameter uncertainties and variations. Structural mode stabili-
zatlon must be considered from the point of view of meeting this
overall objective., The design philosophy adopted during the
application studies reflects this point of view.

Control Sensor Location.- The control sensors of the S-IB-201
configuration are located in the Instrument Unit as shown in
figure 27. As reported in NASA memo no. R-ASTR-F-65-6, this
location was selected as a compromise based on practical consid-
erations. At this location, the phase of the first two bending
signals detected by the attitude and attitude rate sensors is
destabilizing. This situation is further aggravated by the large
magnitude of the first and second bending mode slopes. The adap-
tive tracking filter application studies were based on this con-
trol sensor location.
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Bending Mode Stabilization.- Two approaches to the bending
mode stabllization problem are gain and phase stabilization. A
gain stabilization approach requires that the control system
provide enough attenuation at the bending mode frequencies to
ensure system stability regardless of the bending mode phase.

A phase stabilization approach, on the other hand, is almed at
actively controlling the bending mode. To accomplish this, the
control system must provide both the proper gain and phase
characteristics at the bending mode frequency to obtain a closed
loop damping of the mode greater than its open loop damping.

Both gain and phase stabilization approaches were used in the
application studies., Two adaptive tracking filter configurations
were established: one for gain stabilization of the first two
bending modes; the second for phase stabilization of these modes.
A gain stabilization approach was adopted for higher bending and
cluster modes,

Ground Rules.- In view of the overall control system design
objectives, the following ground rules were established for the
application studies:

® Maintain rigid body performance levels achieved by the
conventional control system used in the S-IB-201 vehicle.

® Establish first and second mode tracking filter configu-
rations for both gain and phase stabilization of the first
two bending modes.

® Provide gain stabilization of bending and cluster modes
not being actively controlled.

System Design

A control system was designed on the basis of the design
philosophy outlined previously in this report. Both point
trajectory simulation and analytical studies were conducted as
part of the design effort. These studies were performed at the
critical flight times and included the structural modes indicated
in table 7.

System Description.- The S-IB-201 control system utilizing
first and second bending mode adaptive tracking filters 1s shown
in figure 28, Consistent with the objective of maintaining rigid
body performance levels obtained with the conventional S-IB-201
system, attitude and attitude rate gain schedules reported in NASA
memo no. R-ASTR-F-57 are retained, as well as the accelerometer
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channel gain and compensation networks required for aerodynamic
load relief. The actuation system transfer function is a thirgd-
order approximation of the S-IB-201 engine dynamics.

The two adaptive tracking filter configurations used for gain
and phase stabilization are also shown on figure 28. For phase
stabilization, two second-order lag-lead networks are employed.
The frequency response characteristics of both first and second
mode filters are shown in figures 29 and 30, respectively. For
gain stabilization, the adaptive tracking filters are configured
as notch filters having the frequency response characteristics
shown in figure 31.

Analytical Design.- Bending compensation requirements were
first established from stability analyses in which no bending
compensation was employed in the attitude and attitude rate chan-
nel. At this time it was verified that the bending detected by
the accelerometer in the load alleviation loop was so heavily
attenuated by the accelerometer filters that it could be ignored
in subsequent stability analyses. Propellant slosh was not con-
sidered initially, although it was recognized that the system
gain should be held as low as possible in the slosh mode frequency
range.

Compensation Requirements: The requirements for bending mode
compensation can be seen from the gain-phase plot of figure 32.
This plot was made at the forty second flight time and illustrates
the requirement for gain stabilization of the fifth cluster mode
shown peaking at 22.09 radians per second. A L4-radian per
second first-order lag network was selected to provide this com-
pensation, The gain-phase plot of figure 33 shows the effect of
this fixed compensation network. Note that not only is the fifth
cluster mode gain-stabilized, but the previously unstable first
and second bending modes have been stabilized. This is a direct
consequence of the forward location of the control sensors. Note
in figure 32 that although both the first and second bending modes
are unstable, their peaks are offset from 180 degrees. This off-
set occurs at all flight times and is produced by the actuation
system lag at 17 radians per second.

In view of the increased uncertainties in the higher frequency
structural mode parameters, a design objective of maintaining at
least 15 dB of gain margin at these frequencies was established.
The addition of the fixed L4-radian lag network in addition to the
17-radian actuator lag, provides a 12 dB per octave roll-off above
17 radians per second and permits this objective to be met. Thus
the control system bandwidth is restricted to the frequencies be-
Ing actively controlled, i.e., the first two bending modes.




Phase Stabilization Configuration: Several possible adaptive
tracking filter compensator configurations were studied as candi-
dates for phase stabilization of the first two bending modes.
These included offset notch and all-pass configurations as well as
the lag-lead configuration shown in figure 28, As the result of
the actuation system and fixed compensation lags previously noted,
use of either offset notch or all-pass filter characteristics
required that the filter center frequencies be offset above the
open loop bending mode frequencies from 30 to 40 percent. The
lag-lead characteristic, on the other hand, is able to provide
almost the exact phase shift required to achieve maximum closed-
loop damping of the mode without this frequency offset. In addi-
tion to this desirable phase characteristic, a total of 8 dB of
attenuation is produced above the second mode bending frequency
by the lag-lead compensators.

Gain-phase plots illustrating phase stabilization of the first
two structural modes of the S-IB-201 at the flight times listed in
table 7 are presented in figures 34 - 38, (The dashed portions of
these curves are interpolated.) A review of these plots reveals
that although the first and second modes are indeed phase-
stabilized, the gain of the second mode is so low that only a
nominal improvement in second mode damping is obtained. This
illustrates a significant point. Consider, for example, the zero-
second plot (figure 34). Note that the fifth cluster mode peaks
near 180 degrees. The gain margin at 20 radians is 20 dB., Any
attempt to increase the gain at the second mode frequency at
16 radians would be reflected in a tradeoff in fifth cluster mode
gain margin.

The results of the phase stabilization analytical design were
verified by fixed-point simulation studies at the critical flight
times. The same vehicle model used for the simulation was also
used for the analytical design. Closed loop damping ratios
obtained with the lag-lead configurations are summarized in
figure 39. It should be noted that an open loop structural damp-
ing of 0.01 was assumed for all modes.

Interaction between the first and second mode filters and
tolerance to frequency offset were also investigated. For a #20
percent frequency offset, negligible interaction between the first
and second mode tracking filters was observed. The effect of
filter offset on the damping ratio of the mode being controlled
is shown in figure 40 for the 80-second flight time.

Gain Stabilization Configuration: The results of gain stabi-
lization with the notch filter configuration of figure 28 are
presented in the gain-phase plots of figures 41 - 45, Note that
at the 140-second flight time (figure 45), the third bending mode
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peaks at 180 degrees with 14 dB of gain margin., Assume that the
fixed compensation lag is removed. The result would be to shift
the third mode peak about 80 degrees to the right (phase-lead)
with a gain ircrease of about 20 4B resulting in a 40-radian per
second instability. This third mode problem at burnout was the
dominant reason for including the fixed compensation network in
the gain stabilization system configuration.

As was done for phase stabilization, the analytical design
results were verified by a fixed-point similation study. The
effect of tracking filter interaction was investigated as well as
the system tolerance to +20 percent frequency offsets. As was
noted in the discussion of phase stabilization, interaction in
terms of the frequency offset of one filter affecting the other
was slight. However, offset of the first mode filter below the
first bending mode rapidly drives the system unstable near the
first bending mode frequency as shown in figure 46. This
destabilizing tendency results from the phase-lead introduced
by the notch filter above the notch frequency, and demonstrates
the requirement for precisely tracking the bending mode frequency.

Slosh Mode Effects: The effect of propellant slosh on sys-
tem stability was investigated by adding the dominant S—IB-201
propellant slosh mode (SIV-B Lox tank) to the vehicle model used
in the initial design studies. The results are presented for
both phase and gain stabilization in figures 47 through 56.
These plots verify the assumption that the primary effect of
propellant sloshing is a slight reduction in the rigid body gain
margin. A secondary effect of the SIV-B Lox mode is an increase
in the bending mode frequencies and a reduction in the bending
mode gain caused by inertial coupling through the slosh mode.
This results in a slight reduction in the closed loop bending mode
damping from the values indicated in figure 39,

Trajectory Simulation

A real-time trajectory simulation was conducted to evaluate
the performance of the control system configurations for both
phase and gain stabilization. The simulation was from launch to
burnout and included the first three bending modes, the fourth and
fifth cluster modes, and the SIV-B Lox tank slosh mode. The equa-
tions used in this simulation were simplified by eliminating non-
essential coupling terms, and are summarized in Appendix B, A
standard NASA 12-kilometer wind profile (memo no. ASTR-F-65-6)
with a sharv-edged gust at 75 seconds was also simulated.
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Multiplier type demodulators were used for both first and
second bending mode adaptive tracking filters, Limiters were
also employed to restrict the frequency tracking ranges to reason-
able values. The frequency ranges established by these 1limits are
6 to 1t radians per second for the first mode filter; 16 to 24
radians per second for the second. The tracking filter frequen-
cies were nominally centered within these ranges at 10 and 20
radians per second respectively.

A difficulty was encountered during the trajectory simulation
study of the phase stabilization configuration. As a result of
insufficient bending mode excitation and improved bending mode
damping, the dominant oscillatory mode occurring in the system was
the propellant slosh mode. Consequently, the first mode filter
tended to track the slosh mode frequency. This tendency was
minimized by incorporating additional high-pass filtering in both
inputs to the demodulators of the adaptive tracking filters. The
additional filters are defined by the following transfer
functions:

First mode demodulator filters:

82
G(s) =
2
.§_+2MS+1
102 10

Second mode demodulator filters:

82
G(s) = 5
jig + 2 i—(:)-1-1'-2-8 + 1
20 20

These filters were retained in the adaptive tracking filters used
for gain stabilization, although subsequent analysis of the gain
stabilization results indicate that they were probably not
necessary.

Phase Stabilization.- Figure 57 illustrates the ability of
the adaptive tracking filters in a phase stabilization configura-
tion to simultaneously track and improve the damping of the first
two bending modes. In this figure the bending modes are excited
by a pulsed thrust angle deflection at the 80-second flight
time. The trajectory was fixed at this point, and to clarify the
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resulting transient responses, propellant slosh was not included.
Both first and second mode filters are initialized well below the
bending frequencies. With this frequency offset, the closed loop
damping of bo*th modes is approximately equal to their open loop
damping of 0.01. As the filters track to the bending frequencies,
the damping improves, as indicated by the almost linear decrement
of the first bending mode transient. Note slso, that the fre-
quencies to which the filters tracked very nearly coincide with
the open loop frequencies of the first two bending modes.

Trajectory recordings are presented in figures 58 through 68
for nominal and off-nominal bending mode parameters. Runs were
made with the adaptive tracking filters not tracking and tracking
to demonstrate any improvement obtained by tracking the bending
mode frequencies. As an additional aid in interpreting the tra-
jectory recordings, gain-phase plots are presented in figures 69
through 72.

Trajectory runs made with nominal bending mode parameters are
shown in figures 58 and 69. Although, when excited at 75 seconds,
the first mode adaptive tracking filter tracked from an initial
frequency of 10 radians per second to 9 radians per second, no
significant improvement is noted. This is substantiated by the
gain-phase plots of figure 69 which approximates the situation
Just prior to and following excitation by the sharp-edged gust
at 795 seconds. The plots illustrate that when the filter tracked
to 9 radians per second it centered the first bending mode peak,
but the closed loop damping of the mode did not change
significantly.

Trajectory runs made with the first bending mode frequency
reduced 20 percent are presented in figures 60 and 61. The
trajectories reflect the same observations noted in the previous
paragraph, and are substantiated by the gain-phase plots of
figure 70. It is interesting to note that the first mode track-
ing filter did not track down to the open loop frequency of 7.35
radians per second. If it had, the filter phase characteristic
would have centered the mode.

Trajectory runs made with the first mode frequency increased
are presented in figures 62 and 63.

Figure 64 is a trajectory run with the first mode bending
slope increased 6 decibels. This run illustrates an interesting
sequence of events which can be described with the aid of the
gain-phase plots of figures 71 and 72. Note that at 80 seconds
the first mode tracking filter initially tracks to about 8 radians
per second. As can be seen in the gain-phase plots of figure 71,
when the first mode filter tracks to this frequency, the first
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mode phase margin (10 radians per second) is increased. Referring
again to the trajectory recording, as the first mode damps out,
the predominant remaining oscillation is that of the SIV-B Lox
tank slosh mode. The filter then attempts to track down to the
slosh mode frequency and drives into the 6-radian per second
limit, where it remains until the first bending mode is again
excited near 100 seconds. The first mode filter detects this
oscillation and tracks to about 8 radians per second, again damp-
ing the mode. As at 80 seconds, once the bending mode has been
damped, the slosh mode oscillation attracts the first mode filter,
which subsequently drives into the lower frequency limit. The
first mode filter remains at this limit for the rest of the tra-
jectory, since at the higher flight times, the mode is inherently
gain-stabilized. The situation at T = 100 seconds 1is illustrated
by the gain-phase plots in figure 72. The dashed curve shows the
situation with the first mode tracking filter at its lower limit.
As a result of the filter having tracked this frequency, it no
longer provides the lag necessary to keep the first mode fre-
quency centered at zero degrees, thus causing a reduction in phase
margin at 9.2 radians per second. Consequently, a closed loop
peaking occurs near this crossover frequency to which the first
mode filter tracks. When the filter tracks to 8 radians per
second, the first bending mode 1is again centered,

The tracking performance of the second mode adaptive tracking
filter for off-nominal second bending mode parameters is illus-
trated in figures 65, 66, and 67.

Gain Stabilization.- Gain stabilization trajectory recordings
are presented in figures 73 through 83 for nominal and off-nominal
first and second bending mode parameters. Trajectory runs are
presented with the adaptive tracking filters both tracking and not
tracking, Gain-phase plots are also provided in figures 84
through 87, as an aid in interpreting the trajectory runs. The
same frequency tracking limits used for the phase stabilization
system were used in the gain stabllization study.

Figures 73 and 74 are trajectory runs made with nominal bend-
ing mode parameters. Note in figure 74 that when excited by the
gust at 75 seconds, the first mode filter tracks down and then back
up to about 9.6 radians per second. This sequence is explained by
the galn-phase plots in figures 84 and 85. Figure 84 illustrates
the situations prior to the disturbance and after the first mode
filter has tracked to 9.6 radians per second. Note that
initially, the first mode was phase-stabilized as a result of
initializing the first mode filter frequency above the open loop
bending mode frequency. After the filter tracks to 9.6 radians
per second, the mode is gain-stabilized. Figure 85 1s a gain-
phase plot illustrating the situation when the first mode filter
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is located at 8.4 radians per second, the frequency to which it
tracks before settling out at 9.6 radians per second. What
apparently occurs, is that when the system is excited by the
sharp-edged gust, the first mode filter tends to track down to
this frequency. However, as the filter center frequency is off-
set below the bending mode frequency, the phase lead introduced
at the bending mode frequency destabilizes the mode, thus forcing
the tracking filter back to the bending mode frequency and gain-
stabilizing the mode,.

Figures 75, 76 and 77 are trajectory recordings made with
the first bending mode frequency reduced 20 percent. The
trajectory run of figure 75 was made with the first mode slope at
1ts nominal value. The situation of the system with and without
tracking is illustrated at 80 seconds in the gain-phase plots of
figure 86. Note that as a result of the first bending mode being
initially phase stabilized, the first mode notch filter tracked
to the closed loop frequency of the phase-stabilized system and
tended to center the mode near zero degrees. Gain stabilization
1s never actually achieved in this case. The trajectory runs of
figures 76 and 77 were made with the first mode slope increased
6 decibels. In neither case was stabilization achieved, although
in figure 77 propellant sloshing caused the first mode filter to
track to the low frequency limit. The gain-phase plots of
figure 87 show that when the filter tracks below the first bend-
ing mode frequency, the first mode is destabilized.

Figures 78 and 79 are trajectory runs made with the first
mode frequency increased 20 percent and the first mode slope in-
creased 12 decibels. These two recordings demonstrate the ability
of the first mode adaptive tracking filter to gain-stabilize a
first bending mode instability.

Figure 80 is a trajectory run made with the first bending mode
frequency nominal and the first mode slope increased 9 decibels.

Figures 81, 82, and 83 are trajectory runs made for off-
nominal second bending mode parameters.
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CONCLUSIONS AND RECOMMENDATIONS

Analytical and computer studies were conducted to define the
operating characteristics of the adaptive tracking filter. Three
variables which were analyzed in detail and are used to describe
the filter characteristics are:

® Tracking error

® Harmoniecs in output signal

These variables are dependent on the type of frequency dis-
crimination filter utilized in the tracking loop, the loop gain,
the type of demodulator employed, and the characteristics of the
input signal.

No tracking error exists if the input signal contains only
one frequency component, If the input signal is comprised of two
frequencies, the tracking error can be computed knowing the rela-
tive amplitude and frequency separation of the two input compo-
nents and the damping ratio of the second-order filter pole.
Under certain conditions it is also required to know the initial
natural frequency of the filter. The error is dependent (to a
small extent) on the type of demodulator utilized. Results from
computer studies show that a small improvement in tracking
accuracy can be achieved with the chopper or double chopper type
demodulators as compared to the multiplier type demodulator.
However, due to the complexity of the equations, only the multi-
plier type was analyzed in detail.

Three different frequency discrimination filters are available
in the adaptive tracking filter configuration. The output of one
of the three filters 1s the reference input to the demodulator.
The three filters have characteristics of high-pass, low-pass, and
all-pass filters. ©Selection of a particular filter is determined
by the application. For the S-IB-201 control system application,
the high-pass filter was utilized because it was necessary to
filter out the rigid body and propellant slosh signal frequencies
as much as possible.

The adaptive tracking filter utilizes one second-order filter
to accomplish both frequency identification and control (shaping).
Because of this dual function, the damping ratio of the filter
poles must be selected as a compromise between tracking error and
desirable gain and phase characteristics for the shaping network.
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If a large damping ratio is used (favoring the control function),
then it is possible, under certain conditions, for the filter to
track to other frequencies present in the input signal. This
occurence can destabilize the overall system. As a consequence

of the above, it was concluded that two separate filters should be
employed to accomplish the two required functions independently.
The two filters would be frequency slaved.

The dynamics of the tracking loop (which are related to the
identification time) are those of a first-order system, The time
constant is dependent on the specific type of demodulator being
used. For the multiplier type demodulator, the time constant 1is
proportional to the product of the initial filter frequency and
the damping ratio squared divided by the square of the input sig-
nal amplitude. With the chopper demodulator, the time constant
is proportional to the same system parameters, although the damp-
ing ratio and input signal amplitude appear as the first power in
lieu of the second power. The time constant of the double chopper
demodulator system is the same as that of the chopper demodulator
except it is independent of the input signal amplitude. The
criteria for an acceptable identification time that was used in
the launch vehicle simulation studies was that identification take
place within five cycles of the particular body bending mode being
identified. This criteria was satisfied in practically all cases.
The cases where identification required longer than five cycles
were when the bending mode amplitudes decreased rapidly because
of large closed loop damping.

The harmonics present in the filter output result from the
demodulation and multiplication processes. The amplitude of the
harmonics are proportional to the loop gain of the tracking system
and inversely proportional to the input signal frequency. The
computer studies of the S-IB-201 model vehicle showed that the
harmonics were of negligible magnitude (based on the criteria of
a five cycle identification period) and could be neglected for
purposes of linear stability analyses of the vehicle,

Two adaptive control systems were designed for the S-1IB-201
launch vehicle using adaptive tracking filters. In both systems,
tracking filters were designed to track the first and second bend-
ing mode frequencies. Both the attitude and rate gyro were
located at the instrument unit. The first system gain stabilized
the first and second bending modes from launch to first stage
burnout. For +20 percent variations in the bending mode fre-
quencies, the first bending mode slope margin was 5 dB with the
first mode frequency 20 percent low, and 12 dB with the first mode
frequency 20 percent high. The second system phase stablilized the
first two bending modes from launch to first stage burnout. For
+20 percent variations in the bending mode frequencies, the first
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bending mode slope margin was 2 dB with the first mode frequency
20 percent low and 12 dB with the first mode frequency 20 percent
high. For both the gain and phase stabilization systems, the
second bending mode slope margin was greater than 12 dB for all
cases.,

In both the gain and phase stabilization control systems, the
overall stability, when subjected to first mode frequency and
slope variations, was determined by the '"high frequency rigid
body" going unstable and not by the stability of the first bending
mode. Because the rigid body mode frequency was outside the
designed operating range of the first mode tracking filter, the
adaptive phase stabilization system has basically the same first
mode slope margin as the MSFC conventional system.

Based on the results of this study, the adaptive tracking
filter system offers certain potential advantage as a control
system for large flexible launch vehicles and should be considered
for possible future applications. 1In order to further improve the
capability and performance of the tracking filter system, it is
recommended that work in the following areas be performed:

® Analyze and evaluate a tracking filter system using two
frequency-slaved second-order filters,

® Analyze the filter characteristics using chopper and
double chopper type demodulators.

® Design the tracking filter to operate over the frequency
interval covering the high frequency rigid body mode as
well as the first bending mode range.

® Investigate the use of separate adaptive filters in the
attitude, rate, and load alleviation loops.

® Study the utilization of an adaptive tracking filter

control system to eliminate the redesign effort for
vehicle changes and payload modifications.

29




o
[2]
-
€

o
]

Figure 1.

®in -

ADAPTIVE TRACKING
FILTER
Gis wwp)

— ¢

£
z

I

0 DB —

o 0B

oDB

oo

ooB

o 08

>/>\>§>

7T

+90 DEG
O DEG
—90 DEG

O DEG

+180 DEG
+90 DEG
O DEG

+180 DEG
+90 DEG
O DEG

+180 DEG
+90 DEG
O DEG

O DEG

— 180 DEG

-360 DEG

+90 DEG
O DEG
-90 DEG

PHASE

T A A A
-_.ZZ______Z_ /Z pa 57 i

Typical Transfer Functions

Obtainable with the Adaptive Tracking Filter

31



no

‘-

I91TTd 3uryoeal sAaTadepy Jo wealdeTq ¥MOOTH

T T T T e .

d d
2 TRYS (g,

= npn.s.io _
P astmdyy sty (9000

Y3aL4 H3QHO-QNOD3S 3ITBVYNNL

*2 2an3dt4g

_
04 — “
dm
+ <.oNo |
L > »{ 952 _
' e |
+ es
[ _
| °Y e j¢————— x Iw. i ——— 2
R .
_ H ﬁ _
| _
I [
| I
L _ _ _ ] ] - —_4
r T~ — IIIIIIwIIIJ
I 's |
_ 2 + |
| > i
| X |
| . _
— |
_ oy ’, wowia [ m
_l !

eo

muisy =Yl

32



sxojeInpomsq jJo seod4], snofaep Jo uorressd) ¢ sandig

vaivo. AIN3ND3YS LINdNI MOTI8 AIN3INOIHA HILVJ ONINOVML 3AILIVAV

ﬁll )+
\Om e |a2|¢-a2 2| ¢-a o
v.
1+
—l
$-22 b-a
O 0
(‘oyNos
e I+
—0
.03 23 £ o]
(U'e)Nos
I+

(Y10) NOS ; (‘o) NDS « Py
¥3ddOHD 316N0Q

(p+ 1°m) NIS D= 1o

(1®m) Nis v= V'

$NIS v-
.e.sMN $-a2 h\ $-a o o
L ]
v
1+
Om - $-22 $os o
{‘9)NDS
— P+
v-
\0m @28 - 0w,
v+

Ule ,li0) NDS = Do

H3ddOHD

- 2
(1 ﬁmou,uq
o]
v'
2
:+$m08u<
Ul
( 7Y $-a
+Om - °c
\\ .
2+
v-
22 a8
.03“ 0
c-.
v+
:_-. ‘o = Py

CEIREIFRN]]

33




pme,cﬁm = Gﬁm,“mocwmmwmm ssed-y3ty ‘aorernpowsqg odAL JsTTATITNH

¢andqnQ goaeTnpowsqg Jo jusuodwo) OQ JO epnatTdwy

X ‘AON3ND3H4 GIZITVWHEON
ol 06 08 OL 09 O oy ot o2z 0160 80 L0 90 €SO ¥o €0

*f ean3dtg

20

€0~

s110A) e

S0

Soy | [atx%22r+,0,x-11 ]z

g2

m

(x =1)

l

oPe

o

3k




uma Uuls = Uty ‘sousdgsJey ssed-mo] ‘Jojzernpowsq o9dAL J8TTATITNH
¢andano Jojelnpowsg Jo jusuodwo) Dd Jo spnaiirduy G 8an3dtd

X ‘AON3ND3YS QIZIIVNMON
0l 06 08 0L 09 0% ot o¢ 02 01 60 80 L0 90 GO ¥o €0 4]

$'0-

ts110A)%%

LA
J ,. 1L |

\\

=" [2x%2)+50,x-0n]2 . op,
ANXI-vNX

| _

S0

o'l

35




0106 08 0L 09

pms urs = Ul ‘pousgejey sseJ-TIV ‘xozeTupows(d odAl xoTTdT2ITNK
¢qndang JojzeTnpowsqg Jo jusuodwo) DA JO spnatTdwy °*g 8aIn3Td

X ‘AON3NO3Y] QIZITVWHON
o4°] o't Ot 02 01 60 80 L0 90 60 v'0 €0 20 1o

/\

A - oeC-

(-]
(S1T0A) P

20:= QY

V

m Ly [x%92r+,0x-0]2 _qp,
(gx—11 Gx+1)

|

36




pws uls = Uts ‘JozeTnpowsg adAL xsddoyn
‘andynQ Jojzelnpowsq Jo jusuodwo) Dg JOo epnyjrduy

*/, 8an3dT4g
X ‘AON3ND3IYI QIZITVYNHON
0106 08 0L 09 0S O% (X3 02 01 60 80 20 90 S0 ¥0 £0 20 1'0
I/
/ nOI
w.
o 2
[«]
o
@
// S0
d $0:=9 N
20:°%
/
1'0="2
d
o, 2x%32) + 5 x-ND Ay < one
g, * X-112

37



pme ufgs = Uty ¢zojzernpowsq odAL Jeddoyp aTqnod
¢andanQo gojerupowsq Jo jusuodwo) DO JO spnaTrduwy °*Q °IndtTd

X ‘AON3NO3¥4 Q3ZIMVWYON
0l 06 08 0L 09 O or og 0z 0160 80 LO 90 SO0 ¢0O €0 20

/

T~

/

S0~

OP,
(S170A) '@

S0

T~

/

E—

Doy 1=5X
—_—X 4 » .
" A.mﬂv_-:. =z

38




f(X} (VOLTS)

O N ® WO

i 7]
3 1
2 il 1

TIME TO TRACK

T0 95%

OF FINAL VALUE :<A

=
ey

[LTER TRACKING DOWN
0.5 /

NLTER TRACKING uP

| \\ 4,-0
09 pA NN /]
o6 AV¢ 11 /i
or N\ J6z02]] /
06 A I I (=001
05 \ \ IT

N /] /
04 \\\{f 0.2 A
03 <R AN / /
NN T T
x100
02 \\ \
o O.1 0.2 03 04 05 06 07080910 20 30 40 S50 60 70 809010
NORMALIZED FREQUENCY, X
Figure 9. Tracking Time of Adaptive Tracking Filter,

Multiplier Type Demodulator, High-Pass Reference

39




@ w
TIME_TO TRACK TO 95% OF FINAL VALUE = [ ——=) (X Xz ——

»w O N ® 0O

4 \\ //

\\\\ /,A/

2 \ \
S o0 N7 oo 1\ /7 .1 21
o LAV B 4 /)
x 07 49‘0-'\ \ / /[ FILTER TRACKING DOWN
< FILTER TRACKING UP [ /

/

\

05 /
A\ //

. 1/

ot

o.l 0.2 03 04 05 06 0708 0910 20 30 40 50 60 70809010
NORMALIZED FRENQUENCY, X

Figure 10. Tracking Time of Adaptive Tracking Filter,
Multiplier Type Demodulator, Low-Pass Reference

40




(VOLTS)

f£{X)

TIME TO TRACK TO

a o0 N ® 9O

2w
95% OF FINAL VALUE :(;z—‘!) #Hx) X=
K

3
FILTER TRACKING DOWN
2
FILTER TRACKING UP / //
o8 \L <,=us/ 7 /7
or ~ 7 /]
06 \s ',= 0.5 f /] ‘:,:o !
05 \\ \K\ / f
oa \\ \\ / /
os \‘C‘,:o.z \ / //
) \ ! / /
02 \\\\
0']0.1 0.2 03 04 05 0607080910 20 30 40 SO 60 TO 809010

Figure 11.

NORMALIZED FREQUENCY, X

Tracking Time of Adaptive Tracking Filter,
Multiplier Type Demodulator, All-Pass Reference

41




j—- 130 —5| |- 2.3 SECONDS
=N == ===
] — = = s
R =
“ =
ot =
(RAD/ SEC) _~
(¢) o= SINCIHI(1)]?
l-——t-o —>{ @ 2.5 SECONDS
2_?
=
%o = =
o . -3
(RAD/SEC) =
(0) o= SINC2-1 ()] ¢
. a4 0,10
NoTE: 1(1) 8 Q1§08
Figure 12. Time Response of Frequency Tracking System

42




Bea T{wo) S+ 1 > 3wpo
= deo =3 -1 : =3 =53
*»0 ==F—0: ==
ADAPTIVE 5 E===: E
TRACKING =1 — =
(RaVSEC) : ESlESSaIESS
= =
= ==
= 3 = 3 ¥ !‘3 = EEE =
3.'0 === r(9)=14.4 SEC i
LINEARIZED = + == . eSS
MODEL —= == = t{10) IGOSECE*EEEE}%E;E
(RaD/SEC) = i 105 =205} 303 =10 e
=F Ll = == TIME - SECONDS S —1— =
—_— = =S =3 _A 3%5“} E

MOTE: 1(1)Q 0,1<0

1,1>0 -
DEMODULATOR TYPE: o, s o, .2
DEMODULATOR REFERENCE wp?
TRANSFER FUNCTION: 2 20,0
7 t—— + |
Ke® 0.1,0, = 0.2 ®p @p

Figure 13. Time Response to a Step Change in Frequency,
Adaptive Tracking Filter and Linearized Model of Frequency
Tracking System, e, = sin [9 + ()] ¢t




1o
0.9

08 /
o7

06

0.5
- -1
x 19 / X 10

0.4

Ty
\\

‘ﬂ\‘

0.3

AN

0.1
0.9

/
4
08 ]1
/

07

06
[ xig® [ xio?

0.5

0.4 / /

— ]

0.2

OUTPUT AMPLITUDE (VOLTS)

0.4
0.9

o8

o7

0.5

b \\~

o® / x10°3

0.4

0.3

02
x1

/ /

0.} 0.2 0.3 0.4 0.5 06 070809! 2 3 4 S5 6 782910
INPUT AMPLITUDE,A (VOLTS)

Figure 14%. Amplitude of Third Harmonic Component of Adaptive
Tracking Filter Output versus Input Signal Amplitude,

wa = 20, Ka =1, Cp = 0.2, CZ =0




4
//f

X0

OUTPUT AMPLITUDE (vOLTS)

o.f
0.9

o8]

o7 \

o N
oS

04 )\’"62

0.3

02

e 2 3 4 5 ¢ 78910 20 30 40 SO 60 70 8090100
INPUT FREQUENGCY,{A), IRAD/SEC)

Figure 15. A{nplitude of Third Harmonic Component of Adaptive
Tracking Filter Output versus Input Signal Frequency,

A=1,K=1,CP=O.2,C=O

a VA

45




1.0
0.9

or
06
0.5 f—

04

0.3
¢
/

0.2

0.1 ~7

09
08

o 7
7

04

x10°3

0.3 74

0.2

OUTPUT AMPLITUDE (VOLTS)

o.
0.9 4
0.8
o7

06 [/ |xwo*
0.5 /

0.3

0.2

0.
0.1 0.2 0.3 0.4 0.5060708091 2 3 4 5 6 7 8 910

TRACKING GAIN , K, (RAD/SECz PER VOLT)

Figure 16. Amplitude of Third Harmonic Component of Adaptive
Tracking Filter Output versus Tracking Gain,
A=1, 0, = 20, Cp = 0.2, Cz =0




1.0
09

0.8

0.7 2%

06

0.5 \

04 -
\Qf

0.3

02 \

0.1
09
08

06

A \N—
0.5 \( i

AN
AN

OUTPUT AMPLITUDE (VOLTS)

0.
[oX-]
[¢X-]
or
06

03

X}

0.3

0.2

Id
0.0t 0.02 003 0.04 005 OOF ©0%0. 0.2 0.3 0.4 0306 07080510
DAMPING RATIO OF FILTER POLE,C’

Figure 17. Amplitude of Third Harmonic Component of Adaptive
Tracking Filter Output versus Damping Ratio of Second-Order
Filter Pole, A = 1, w, = 20, Ka =1, Cz =0




E AN AN N\ A N SN\ N

7 w, Wu\< We h Wa <wp<‘} AN N

. N AN N

INN\\VEEAN N\ )

Py \\\\ N \\\z\ \P/ \\

; \\\%\\ N A N \\\

N
2 \\\\\\\ A N N
Wpo \\\ \Q\
: N NN

-

08 DN NN\ N N SO N N AN

07N AN N AN NN AN

NN\ N AR AN NN

SN\ AUNNAN )

o \wt’\\w’f\w N \\:\ Wp <Wa, Wo N

03 \ \\ A \\\\\\\\ \\ \

N N
02 \\\\\ N \\\\\\\ N
NAN N
QR NIRRT
..‘Figure 18. Coordinate System Used to Define Tracking Accuracy

48




9
8
6|
AN
S
Wpo \
(N
a \ \ o’% o

7/
VS

A

s
<,
<K\
(»

\
N
N\
N\
o

- omm—
i \ .
t 2 3 4 5 6 7 8 9
Wy
NOTE: ejn =ALSIN(W t+6,) +SIN (Wt +86,)] Tpo
DEMODULATOR TYPE (e =e, o e,
X
DEMODULATOR REFERENCE cus
TRANSFER FUNCTION | 6(S,Wp)= —
s” 248
>+ +1
wg Wy

Figure 19, Tracking Accuracy of Adaptive Tracking Filter,
C = 002
p

49




50

o

Wq

NN
N

10

2

- —— d — -
—
-— ——
—_—
-
-
P d
N ”
1
: 2 3 4 ]

CRITICAL FREQUENCY RATIO = .15 Wy

(A)po
NOTE e =ALSIN(W t+6g) +SIN (LW, t+8p1]

DEMODULATOR TYPE : ¢4 = ¢, ® ¢j,

2
DEMODULATOR REFERENCE wﬁ
TRANSFER FUNCTION: G(S,00p) s —
s° 2{s
—z+-£L+|
wp (A)p

Figure 20. Tracking Accuracy of Adaptive Tracking Filter,

Cp = 0.05




j@—1=0 be-2.5 SECONDS

il erb i dbadidadiabadu bbb badsadadasbadissr

R RNRER1 BUREN N J N 0 0 O 0 O N

EuREEENR NSRS e e e e P
4 1 = El %

(voLTS) o, ©

BE NEREPREN

b i
CHOPPER TYPE DEMODULATOR
1=0 L—z.s SECOMDS

+l
(VOLTS) o, O©

+
(VOLTS) ¢, ©
-1

| I lL ! L1 P4 S I

MULTIPLIER TYPE DEMODULATOR

HIGH PASS REFERENCE, C"OM

SIN (2w 3561), 1<O
®in " {SIN 2w 3.56 thSIN (27294 8, 1>0

Flgure 21. Comparison of Tracking Accuracy of Chopper
and Multiplier Type Demodulators, Filters
Initially Tracking Higher Frequency



52

1=0

L—z.s SECONDS

Sl Sl B =

+
(VOLTS) o, O
- 8 .

sbaspade bbb fo b bbb dob s doabdeshdaakads e
P ET I

1

+1
(VOLTS) e, O
-1
= +r —f 5 + -
(Hy) cp;r; e e +
297 44— :
294 T = -
L HEREE
CHOPPER TYPE DEMODULATOR
je—— 120 —4 ‘-’z.s SECONDS
a ..lr.. o ..}. ..!.. ..%.. vafiadbaaliade shiadeahadaabiadishadiihad-aeaian
T T 1
5 i Tiii
+1
tvours) o, ©
-1
LB AS LI LIRS R 1yt »
S O Oy
i
114 Ry ,
§
+1
(VOLTS) ey, O
-| ] ] &
: ol
3.56 T ]
e
(Hy) o | & 1 =+
3.0 + i L =
294
. . 44 : i .-
MULTIPLIER TYPE DEMODULATOR
HIGH PASS REFERENCE, [p=0.05
L [SIN(2w 2.94 1), 1<0
N \SIN{(2w 2.941)+ SIN(2#3.561),1>0
Figure 22. Comparison of Tracking

Accuracy of Chopper and Multiplier Type Demodulators,

Filters Initially Tracking Lower Frequency




53

1502 uts + 3% ups = “le
‘andanQ JozevTnpowsg Jo jusuodwo) Hq Jo-spniprduy

0106 08 0L 09 OF

"€z oanstd

X ‘AIN3NO3YA QIZITYNYON
o'y 0'¢ 02

0’1 60 80 20 90 SO ¥0 £0 20 1’0

[ Rd

y _
P

%y

(S170A)

\

nonnu/
[ — — M‘ (e N ]
+ 53... Nn3 < / \\
E =(9m's) o / \“\
ALY L~
s 20= %
INOILONNS ¥IJISNVYHL &
3JONIHIIIY HOLYINCONW3A
:..osnuov IN-“.NI\' om -~
:3dAl ¥OLVINAOW3IQ X d, i
d d -
st [er24aia-n]2 - [alx 21 4x-10]2 o 15,
AN>|_ ANX I:




pmSm uls + pms uls = Uty
¢qndanQ JojzeInpowsq Jo jusuodwo) DJ JO epnatIduy 42 8andTd

X ‘AON3INO3H4 QIZITVAHON

ol 06 08 0L 09 OF oy os 02 01 60 80 L0 90 SO  ¥O ) zo o
\ panN N .
- . s0-
[t
o
P.
°)
<
/\\ " m
N °
I+ ‘o, 2o //
+
d
S
2 g0:%5 [T ~d__
5 :(9m's)9 - ol
2'm \ l
28 / “
NOILONNA ¥I4SNVHL l\\
30N3¥343Y YOLVINQOW3Q zo:9y \
Uiy ig=Py v )|
:3dAl HOLYINOOW3D
¢ L om
—z ———zA =X
\ x4, 3o
4 d _ ) _
1o=99 [,(a%2) +,(,4 njz [T+ 0 x n]e wi—] 02
+ [ L]
A~>|: .er:

ok




(VOLTS)

-

f (X

w O N ® vy

1

{

1 L}
——TIME TO TRACK TO 959% OF
FINAL VALUE -(

:2.)nar——— ~o

nr=

\\\

[———=""""FILYER TRACKING UP

/FILTER TRACKING DOWN

2
I /
09 \‘ /
os \ 1
o7 f
o.s \‘ Il
0.5 ‘ [
oe
NOTE:
0.3 Kg =10
DEMODULATOR: e = (s,) - (8jp) /"00
DEMODULATOR REFERENCE /
TRANSFER FUNCTION: |
0.2
le2!
[/
Gls@p) = 2 ‘j s
=+
® ®
S /
o
ol 02 03 04 0S5 Q6 OT0809I0 20 30 40 S50 60 708090 IO

Figure 25.

ein

NORMALIZED FREQUENCY, X

Tracking Time of Adaptive Tracking Filter,

= A (sin mat + sin amat), ¢

= 0.2

55



1.0
09 | | | \ /
0.8 —TIME TO TRACK TO 95% OF wp \ [
FINAL VALUE - (@, Xs—— \ /
0.7 f(x) Wg
e \ /
06 \
\ /
04 \ /
03 \ \
\\
FILTER TRACKING UP \
- FILTER TRACKING DOWN
(7]
p z
2 o0 z2—. 1
~ 009 o5 1
[
_ 008 22
Z o.07 S 5 | /
- < P-4 l
[+ 4 [ 4
0.06 S -
x « l
w w
0.08 5 5
W e
0.04 p—NOTE: x100 -
Kag =10 [
0.03 DEMODULATOR: 4= (e, )-(ein)
DEMODULATOR REFERENCE ]
. TRANSFER FUNCTION:
2
0.02 } = —
it
G(s,w,)=
4 2 28,8
—i s P 4
w0t wp
| /
o 0.2 03 04 05 06 07080910 20 30 40 50 60 70 809010
NORMALIZED FREQUENCY, X
Figure 26.

56

ein -

Tracking Time of Adaptive Tracking Filter,
A (sin a)at + sin 2wat), . =

0.1
p




LAUNCH ESCAPE
SYSTEM

!

|}

SPACECRAFT

y

INSTRUMENT UNIT

CONTROL SENSOR
LOCATION - STATION 1690

STATION 1699
i

A

S-ive

"\ STATION 1663

l—

LAUNCH
VEHICLE

' '

STATION 962

Figure 27.

o ——————— STATION 100 (GIMBAL)

STATION ©

S-IB-201 Configuration

57



ATTITUDE

GYRO [~™
@
- + FIRST MODE Secono
B_| veWcLe |¢ RATE FenGa oatkme |91 aoapTive (% pAbellig
COMPENSATION TRACKING SYSTEM
DYNAMICS [ GYRO G.(s) FILTER TRACKING Gels)
: F G(s,w. ) FILTER E
YT 113 @py
Gyls.wpe)
ACCELEROMETER
ACCELEROMETER [ FILTERS
GA(!)
CONTROL SYSTEM PARAMETERS
FIXED ELEMENTS SYSTEM GAINS
|
GF {s ) = s
<4 cAIN FLIGHT TIME - SECONDS
CONSTANTS
0 20 40 60 80 100 120 140
i
G, (s) = [ S—— a
A 1.5 L5 1.5 .5 L5 1167 | os 05
(az+!s+1) 0
a9 2.3 2.3 2.3 2.3 2.3 1.8 o8 | o8
! ]
Gg(s) = 3 2 0 ) 1.83 5.5 55 | 367 0 0
s 3 2(0.15)s
(—|T+|)(——2- + 367 +1)
46.7 :
ADAPTIVE TRACKING FILTERS ADAPTIVE TRACKING FILTERS
GAIN_STABILIZATION PHASE_STABILIZATION
2 2
s 4 : + 2lols
Yot (125 wy) 125wp,
G, (swp) = G, (s,w,) .
[ Pl 2 i T 2
sz + 2(0.2)s + s . + 2(0.2)s +1
“pi “pi “pi “p1
2 2
L)
5 + | s 5 + 2(0.2)y +
Wo2 (.25 wp2) 1.25wp 2
G, {(8,w,) = G,(s,w_,)
2 p2 2 2 %p2 2
s y o2)s s + 290 L,
b2 p2 Yp2 p2z
Figure 28. S-IB-201 Control System Utilizing
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First and Second Bending Mode Adaptive Tracking Filters
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Figure 46. Effect of First Mode Adaptive
Tracking Filter Frequency Offset, Gain Stabilization
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Figure 57. S-IB-201 Bending Mode Response to Actuator
Pulse Disturbance, First and Second Mode Adaptive Tracking
ilters in Phase Stabilization Configuration, T = 80 Seconds
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TABLE 1

AMPLITUDE OF DC AND SECOND HARMONIC COMPONENTS
OF DEMODULATOR OUTPUT

€ipn = A sin mat,

T

e, = C sin (wat + @)

Demodulator Type

Amplitude of

Amplitude of

DC Output Qwa Component
Multiplier
AC cos ¢ AC
€a T ©r * ®in 2 2
Chopper
2A cos @ 2A -
ey = SGN (e.) * e, = Sx V10 - 6 cos 20
r in
Double Chopper
2 2
1-= EV2-23032¢

ey = SGN (er) » SGN (ein)
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AMPLITUDE OF OUTPUT HARMONICS FOR A NOTCH FILTER

TABLE 6

= sin (9t) + sin (3t)

2
S
—2' + 1
G(s,cnp) = )o
S2 2C_S
2+ P 41
Co2 wp
p
Average Amplitude of Harmonics
Tracking Dampin g;%§§£1 (rad/sec)
Gain Ka Ratio Frequency -
o (3) (9) (1R (21)
po
10 0.2 8.911 1.203 | 0.105 | 0.160 | 0.025
10 0.1 8.978 1.366 | 0.276 | 0.286 | 0.011
1 0.2 8.911 1.010 | 0.049 | 0.016 | 0,004
1 0.1 8.978 1.041 | 0.026 | 0,034 | 0,008
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APPENDIX A

HARMONIC ANALYSIS OF THE ADAPTIVE TRACKING FILTER

This appendix presents a harmonic analysis of the adaptive
tracking filter for an input comprised of two sinusoidal signals.
The analysis leads to an infinite set of linear algebraic equa-
tions for the amplitudes of the infinite number of harmonics in
the output of the filter. Since the higher order harmonics tend
to zero, they can be neglected, and a finite number of equations
is obtained. A digital computer program is used to solve the
resulting set of equations.

Figure A-1 is a simplified block diagram of the adaptive
tracking filter. The differential equation of the filter can be
obtained by writing the equations for the outputs of the two sum-
ming amplifiers and combining these equations using the rules for
differential equation "multiplication". The two equations are:

-1 a (&) &
a)p dt (mp) = €in * 2(‘:p cnp t e (A1)
e A e
1 2o d ( 1)
-e = A e, + A, —+ S = (A2)
out a’l b wp wp dt wp _

e 2¢ ®
-e. = -l' + —p' - "'E é + e (A3)
in m2 mp co3 1 1
P P
A A A G
— __Q .o __p_ - C
Cout T 21" o " €1 * A8 (Al+)
P P
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If the filter were time invariant, the transfer function would be

2 ' 2
eOut _ ACS + Abpr + Aamp (45)
e 2 2
i 2 +
n ST + CprS wp
The differential equation for this case 1is
e + X w e + e :'A €, + A.w_ & + A wle (A6)
out P p out p out ¢ in b p in ap in

It is possible to combine (A3) and (A4) to obtain a single differ-
ential equation for the adaptive tracking filter which is similar
to (A6). Writing (A3) and (A4) in more general form:

A . |
{l,_j (t) s " (A7)
e = a
in “h i dti
fi ,djel - .
e = 2, b.(t) (A8)
out = ZH 7 atd |
The form of equation which is needed 1is
k 1
m de n de
t in
Y oh (t) —52= = ¥ g (t) (A0)
k=0 k dtk 1=0 1 dtl

Substituting (A7) and (A8) into (A9) results in an equation
involving only ej] and its derlvatives. By equating the coeffi-
cients of each derivative a set of m + n + 1 equations is
obtained for the m + n + 2 variables, hyp(t) and g1(t). One
of these variables can be set to one arbitrarily, since (A9) can
always be divided by one of its coefficlents,




The result of using the above procedure on (A3) and (A4) is
the adaptive tracking filter differential equation:

L4 2 . * 3
+ -
mpeout (gcpmp CDp) eout * CDpeout

. o ) . . 3
= Acwpein + (Abmp - Acmp) ey, * Aawpein (A10)
For the purposes of this analysis, Ay = 20, and Ay = A, = 1.
A further simplification is made by the substitution,
eut = C4p * © (A11)
which, with the above A values, reduces (Al0) to:
08+ (20 w2 - b ) e +we=2¢ -¢) b (A12)
P Pp p P z p” pin

The input is assumed to contain two sinusoidal signals with
arbitrary amplitudes and phase angles and is given by the equation

€sn = Al sin wat + A, cos ot + B1 sin wbt + B, cos wy b (A13)

The approach to be used is: determine the time-varying coeffi-
cients of (Al2): assume a harmonic series solution for e in
(A12), solve for the coefficients of this series by equating terms
having the same frequency, and use (All) to find the amplitudes of
the output harmonics. For simplicity in computer programming,
input frequencies are restricted to integer values unless the
amplitude of one of the frequencies 1is zero.

It is convenient in what follows to represent all signals

appearing in the filter by a single harmonic series in exponential
form; e.g.,

k
X(t) = ) X, exp (jnX wt) (A1Y)
i=1 i
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where o 1is the largest common subharmonic of both wg and
(i.e., wg = po and owp = qw, where p and are integers).
Since integer frequencles are used, this subharmonic always
exists. The results of writing e;, and &g 1in the form of
(A14) are given by tables Al and A%"

Unless the tracking loop gain is extremely high, harmonics in
the demodulator reference are small compared to the input, and
their influence on the frequency tracker can be neglected. Hence
the assumption is made that the tracking loop is unaffected by the
harmonics which are in the filter, The reference input to the
demodulator e, can then be approximated by evaluating the steady
state transfer function between the input and the reference at the
input frequencies. The transfer function is

o | °
F(J =
1 (wg - mi) + j2Cpmpwi

(A15)

where i 1s an input frequency. Table A3 summarizes the results
of writinig e, as an exponential, harmonic series.

The demodulator output is the product of ejy and e., and
it is related to the rate of change of filter frequency by a gain

constant:

wp = Ka N (A16)

The various frequency components of &p are listed in table Ak.
The component identified by the * 1in this table must be zero
for the steady state assumption to remain valid. Hence

(a2c1 tajcy +ogcy ¥ a3cu) =0 (A17)

A=l




Evaluating (A17) in terms of the system parameters leads to
the following polynomial which may be solved for w o? the average

filter natural frequency. p
2 2 2 2 6 2 L 4 2 o
(LA w, - B wb) wpo + (A w, + 2A W Wy
2,2 2 2 2 4 222 2,2 22} L4
Y\ Cpmamb + B wy + 2B w oy, = LB Cpmawb)<npo
2 4 2 2,2 4 2 2 24 224
+ (;2A w wp + LA Cpmawb - A wjwy - 2B w_wy
2,2 2 4 2 4 2 2 2 L4 4 2 4 _
+ 4B pmamb - B mamb)(wpo + (A w oy + Bw wb) =0 (A18)
where,
2 _ ,2 2
A- = Al + A2
2 2 2
BT = B1 + B2

The evaluation of wq, wg, w3 and m2éin is straightforward,
and the result of this computation is given in tables A5, A6, A7,
and A8,

Substituting these series into the system differential equation:

L‘Z:l e; exp (jneioot)] e

+ Tch ;gz fi exp (jnfiwt) - égé di exp (jndiwt)] e

i ] 6 ]
+ | g4 €xp (jngimt)] e = 2(¢, - Cp)[;ii b, exp (jnbiwt)

(A19)
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The unknown e
harmonics of the base frequency o :

+00

e = 2 c  exp (jnot)
n=-oo

L] +m

e = _E jowe  exp (jnwt)
n=-oo

. 100 o 2

e = _2: -nw“c  exp (jreot)
n=-oo

Substituting (A20) into (A19):

> & @ 2
~0° Y eyn“c  exp [j (n + ng )cot]
i=1 n=-00 i
to 2%
+ jol w f.nc expj(n+n)mt]
P n=z—:oo S [ 3
8 +o0
-jo Y X dync  exp [j (n + ng )cot]
i=1 n=-00 i
¥ ¥
+ g,c._ exp|J (n+n ot
i=1 n=-o00 i [ ( gi) ]

= Q(CZ - Cp) 1%51 b, exp (jnbia)t)

A-6

is assumed to be expressible as a series of

(A20)

(A21)




This equation can be solved by equating coefficients of the
same frequency. To do this, it is first necessary to shift the
infinite series on the left hand side of the equation in such a
way that a single frequency will result for any value of n. For
example, the first term above with i =1 and m =n + Ngy
becomes:

, o ey
0= 3 e;n“c_ exp |J ‘n +n ) Ot | ——
n=-o0o L 1
o X 2
¥ e (m - n, ) ¢y - pn ©xp (Jmot) (A22)
m=-00 1 ey

Since m 1is a dummy variable, and its range is infinite, it
can be renamed ''n",

Shifting all the infinite series in (A21):

2 X 2
-0~ 3 EE e; [n - ng C, _n ©XP (jrowot)
n=-co i=1 1 ey

¥ oS ( )

+ jo2l o fy [n - n c,. _ exp (jnwt

P n=z—:oo {21 1( fi) S Y

+00 8
- Jo > d; [n - n4 ¢, _ . ©XD (jnwt)

=-» 1i=1 i di
+00 L4
+ 8iCp - p ©xp (Jnoot)
n=-c0 i=1 1

=2 (L, - &) % b; exp (jnbiwt) (A23)
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Equation (A23), evaluated for each value of n, 1is a linear
algebraic equation in up to 91 (=9+25+8+49) unknowns, depending
on how many of the terms Ng nfi, -- are different. The set

i
of equations obtained by equating the coefficients of like fre-
quencies (letting n assume various values) may be written in
matrix form:

’ B . . . T B . 7] [~ . 7]
n = 1 ) yl,-l yl’o yl,l L) Cl Xl
n=20 o0 yO,—l y0,0 yo,l oo X CO = XO
n = -1 o y—l,—l y"‘l,o y—l,l o C—l X_l
. | . . . ] B . | L . _J
(A24)

It is impractical to write a general expression for the yji,
and x3 above, since in a given problem, many of the terms in
(A23) will combine. For example, if wg = 3, wp = 1 then
p=23,q=1, and o = 1. Referring to table A6, note that such
terms as np, = -3p + g and ne = -2p - 2q are the same in this

3
problem. Thus the terms jzépwf3 (n - N ) and
fl+) in (A23) will add with other terms to form the
matrix coefficient of the nth row and the n - e =N - nfq = -

3

n + 8th column. Note that in this matrix the row and column in-
dexing starts at the center.

je pwfu (n - n

While the infinite matrix equation determines all unknown
harmonic amplitudes (c,), only the first few harmonics are of
interest. Since the higher order harmonics tend toward zero, the

matrix may be truncated at some Drax to obtain the lower
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harmonics. The method used has been to increase Npax until the
amplitude of the highest harmonic of interest does no% change
significantly as Ny 18 further increased.

The computational difficulty in evaluating the matrix equation
and solving it for the c¢'s, has been overcome with the use of a
digital computer. The program, written in Fortran IV for the
UNIVAC 1107 , first computes the value of all the variables given
in tables Al through A8. Then for each matrix element ¥i,3s
tables Al through A7 are searched for harmonics corresponding to
the row and column being computed. When a match is found, the
Yi,j element value is increased by the table value multiplied
by %he appropriate coefficient in equation (A23). The right-hand
side of the matrix equation is similarly computed by searching
table A8, multiplying the table value by 2(g, - ), and adding
the result to the appropriate X3 element value, Tge matrix equa-
tion is solved using conventional techniques.

Results of using this program, for both a single-frequency
input and the two-frequency input, are presented in the main body
of this report.




%
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TABLE Al

€in ° 1%_::1 aj; exp (jnaia)t)
i nai aj
1 +p Ay/2 - jA1/2
2 -p A2/2 + jAl/2
3 +q B,/2 - 3By/2
" -q B,/2 + JB;/2
TABLE A2
€4n = igl hi exp (jnhicot)
: hy By
1 +p jnalooal
2 -p jnaéwag
3 +q jna3cna3
L -q jnaﬁmau
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TABLE A3

-q

A-1k%




TABLE AL

8
©,_ = d, exp (jn wt)
P iz-—-:l 1 ( dy

i ndi di

1 +2p K. 2,04

2 -2p Kaa202

3 +2q Kaa3c3

L -2q K a.cy

5 +p  +q X, (a3c1 + alc3)

6 -p -q Ka (auc2 + azcu)

7 +p -q K, (auc1 + alcu)

8 -p +q K, (a3c2 + a2c3)

* 0 K, (a2c1 *ajc, eyt a3cu)
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TABLE A5

ey exp (jneiwt)

9
n

ey €1

0 wpo

+2p dl/j ndlw

-2p d2/j ndgw

+2q d3/j nd3m

-2q d /3 n, o
4 dbr

+p +q d./3 n; w
5 dg

-p  -q dg/3 nd6w

+p -q d7/j nd7w

-p +q d8/j nd8a)




TABLE A6

2 %g
W = f ema@n wa
Pt fy

i n f
fi i
1 -4p e§
2 -3p -q 2e3e7
3 -3p +q 2e3e9
4 -2p -2q 2e3e5 + es
5 -2p 2e1e3 + 2e7e9
2
6 -2p +2q 2e3eu + e9
7 - "3q 2e .-87
8 -p  -q 2e1e7 + 2e3e8 + 2e5e9
9 -p +q 2e1e9 + 2e3e6 + 2ebre7
10 -p +3q 2e1+e9
2
11 -Lq es
12 -2q 2e1e5 + 2e7e8
2
13 0 ey + 2e2e3 + 2ebre5 + 2e6e7 + 2e8e9
14 2q 2eje, + 2e6e9
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TABLE A6, — Concluded

A-18

i n . fi

15 4q ei

16 p -3q 2egeg

17 p -q 2eqeg 2e2e7 + 2e5e6
18 P +q 2e1e6 2e2e9 + 2e.eg
19 o) +3q 2eue6

20 2p -2q 2e2e5 eg

21 2p 2e1e2 2e6e8

20 op +2q | 2eme, + ef

23 3p -q 2e eg

ol 3p +q 2ee¢

25 Lp eg




TABLE A7

3 L
wp = Eéi g4 ©Xp (jngiwt)
i ngi gy
1 -6p e3fl
2 -5p -q e3f2 + e7f1
3 -5p +q e3f3 + e9f1
L4 -bp -2q e3fl+ + esf1 + e7f2
5 -Lp e3f5 + elf1 + e,7f3 + e9f2
6 -4p +2q e3f6 + e fy + e9f3
7 -3p -3q e3f7 + esf2 + e7fL+
8 -3p -q e3f8 + elf2 + e5f3 + e7f5 + e8fl + egfh
9 -3p +g e3f9 + elf3 + e1+f2 + e6f1 + e7f6 + e9f5
10 -3p +3q e3f10 + e,+f3 + e9f6
11 -2p -hg e3f11 + esf1+ + e7f‘7
12 -2p -2q e3f12 + elfh + e5f5 + e7f8 + e8f2
+ e9f7
13 -2p e3f13 + e1f5 + e2f1 + ehfh + e5f6
+ e6f2 + e7f9 + e8f3 + e9f8
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TABLE A7. — Continued

i ngi gy
14 -2p +2q e3f1)+ + elf6 + ehfS + e6f3 + e7f10
+ e9f9
15 -2p +4q e3f15 + ehf6 + e9f10
16 -p -5q esf7 + e7f11
17 -p -3q e1f7 + e3f16 + eSf8 + e7f12 + egfq
+ e9f11
18 -p -q e1f8 + e2f2 + e3f17 + ehf7 + eSfQ
+ e6fh + e,7f13 + e8f5 + e9f12
19 -p +q elf9 + e2f3 + e3fl8 + e fg + e5f10
o+ e6f5 + e7f1u + egf, + egfyq
20 -p +3q elflo + e3f19 + euf9 + e6f6 + e7f15
+ lelh
21 -p +5q ehflo + e9f15
22 -6q eSfll
23 -kq e;fqq + e5f12 + e7f16 + e8f7
24 -2q elfl2 + e2fl+ + e3f20 + ehfll + e5f13

e6f7 + e7f17 + e8f8 + e9f16




TABLE

A7. — Continued

i ngi g

25 0 elf13 + e2f5 + e3f21 + e4f12 + eSflh
+ e6f8 + e7f18 + e8f9 + e9f17

26 2q elflh + e2f6 + e3f22 + ehf13 + eSfIS
+ e6f9 + e7f19 + e8f10 + e9f18

27 Lq e1fy5 + e fqy + efqy + egf1g

28 6q euf15

29 P -5q e5f16 + egfy,

30 9] -3q e1f16 + e2f7 + e5f17 + e6f11 + e,7f20
*eglio

31 D ~-q e1f17 + e2f8 + e3f23 + ehf16 + e5f18
+ e6f12 + e,7f‘21 + e8f13 + e9f20

32 P +q e1f18 + e2f9 + e3f2)+ + ehf17 + e5f19
+ e6f13 + e7f22 + erlh + e9f21

331 P #3a | efyg + epfig +oenfig +oeglyy + egfs
+ e9f22

34 p +5q e, f1g *+ fy5

35 2p kg | oepfyy * egfog +oegfyy




TABLE A7. — Continued

i ngi g

36 2p -2q e1f2o + e2f12 + e5f21 + e6fl6 + e7f23
+ e8f17

37 2p e1f21 + e2f13 + e3f25 + equo + e5f22
+ e6f17 + e7f24 + e8f18 + e9f23

38 2p +2q e1fop + e5fqy e foy + e6f18 + e8f19
+ e9f24

39 2p +hq e2f15’+ e fop * e6f19

40 3p -3¢ exfig + esfpy * egf g

41 3p -q e1fpy * exfyy + ecfo, * egfog + enfsog
*egly

Lo 3p +q e;fon + exfig + e1+f23 + egfoy + egf oo
+ e9f25

L3 3p +3q | eyfig * ey, + egfy

Ll 4bp -2q esfog + e5f25 + e8f23

h5- 4p elf25 + e2f‘21 + e6f23 + e8f2L+
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TABLE A7. — Concluded

i ngi gy
46 Lp +2q esfon + e4f25 + e.fo),
L7 5p -q e2f23 + e8f25
48 P *q eafon * eTog
48 6P 92f25
TABLE A8
wgé = & b, exp (jn wt)
L S by
P, by
-5p hofy
2 -bp -q hofy + Wy fy
-4p +q h2f3 + h3f1
4 -3p -2q hof), + h,f,
5 -3p hlfl + h2f5 + h3f2 + huf3
-3p +2¢g h2f6 + h3f3
7 -2p -3q hofy + hy,f),
8 -2p -q hyf, + hyfg + h3f4 + hhfs
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A-24

TABLE A8. — Continued

1 ", by

9 -2p +q h1f3 + h2f9 + h3f5 + hhf6

10 -2p +3q h2f10 + h3f6
11 ~-p -kq h2f11 + hhf7
12 -p -2q hlfu + h2f12 + h3f7 + hufg
13 -p hlfS + h2f13 + h3f8 + h4f9
14 -p +2q hife + hofyy + h3f9 + h,fiq
15 -p +hq h2f15 + h3f10
16 -5q hhfll
17 -3q | Byfy + hpfyg + hafyq + yf,
18 -q hyfg + h2f17 + h3f12 + hhf13
19 q hlf9 + h2f18 + h3f13 + hhflh
20 3q hlflo + h2f19 + h3f1u + h)+f15
21 5q h3f15

22 p  -hg | hyfyq + hyfog

23 ) -2q h1f12 + h2f20 + h3f16 + h4f17
Sl hyfyy + Mpfpy + N3fyp * Mifyg
25 P +2q | hyfy), + hpfyy + hafyg + Myfyg




TABLE A8, — Concluded

i nbi bi

26 p +iq hlf15 + h3f19

27 2p -3q hlf16 + h4f20

28 2p -q hlf17 + h2f23 + h3f20 + h £y
29 2p +q h1f18 + h2f2L+ + h3f21 + huf22
30 2p +3q h1f19 + h3f22

31 3p -2q hifoq + huf23

32 3p h1f21 + h2f25 + h3f23 + hthM
33 3p *2q | Bhyfyo + hyfy),

3k 4p -q hifoy + My fos

35 bp +a hyfoy + hyfoe

36 | 5p hifog
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APPENDIX B

S-IB-201 VEHICLE EQUATIONS AND DATA

Vehicle equations and data used in the Phase I study were
supplied by Marshall Space Flight Center. With the one exception
of assuming all aerodynamic loading to be concentrated at the
rigid body aerodynamic center of pressure, the equations used are
ldentical to the complete set of pitch-yaw equations appearing in
NASA memo no. R-ASTR-F-65-6.

Figure B-1 defines the relevant vehicle geometry; figures B-2
and B-3 define the rigid body and bending coordinate system
employed. The complete set of vehicle pitch plane equations are
as follows:

Pitching Moment Equation:

'Q3=-Ca-cs+5-'%u2[1(}y'i (x4) - ¥4 (xG)]ni

1 2 X i
o0 m
IX X sk sk"k IX " m k
Acceleration of Vehicle C.G., Normal to Flight Path:
qSCN a
v - ¥ -D _R' ___a _ F
=3 naR* 5.3 0P "S53 0 ?myi(x(})qi
m
s L L d
- zk: m Ek (BQ)
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Sloshing Egquation (kth slosh mode):

1
o _ . 2 Sk oe F _ D
Ex = " a®qfx ~ Pafk * 57.3 Py + 57.3 m P
-7 - Zi: Ty (xg) My (B3)
th
Bending Equation (1~ mode):
. . 5 R'Y, (XG)
Ny = -Lpy®pyNy - OpyNy + T57.3 M, p
S.Y. (x.) + I Y!' (x.) m v
g'1 ‘*g B 1 ‘*g’ - sk
¥ 57.3 ¥, P - %E W, 1 (xgy) Ex

aBCy aSCy
a a !
3w, 1 Fep) @ s Y1 (kep) %; ¥y (xep)

P _
+ W, Y, (xg) %: Y} (xq) ny (B4)
Control Sensor Egquations (At Instrument Unit):
Attitude Gyro:
Rate Gyro:
(B6)

B =0 - 57.3 T Y G Ny
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Accelerometer:

a5Cy 1
[ X ] - R' A b o0
Yp T E3g @t 5.3 mP - 57.3 %R Y ‘? ¥y (xpg) ny

FY! (x.) . m or
i G F ~D sk
‘%[ e mY’i(xIU)]ni'§Tgk
(B7)
Angle of Attack:

_ 7

a = be +oay - 57.3 T (B8)
m

These equations were used for all point trajectory studies. For
the launch trajectory simulation, certain simplifications were
required to fit the problem on a single fully-complemented

EAI 231-R analog computer. This was accomplished by eliminating
nonessential coupling terms. The equations thus simplified are
as follows:

Pitching Moment Egquation:

Br = -Cya - Cof + ﬂi—F [1GYi (xg) - ¥q (xG)] 1

o m
* E%L3 2z msklskEx v 2123 %F ~D) 2z ;k Ek (B9)
x k X k

Acceleration of Vehicle C.G. Normal to Flight Path:

SC
7z = =Dy +—BL——B+qN“a-Zmik'é (B10)
57.3 m “R 57.3 m 57.3 m r © °k




Sloshing Equation:

1
. s F_D
v sk

: 2
£ = A gouf megb * 53 R Y 573 0 PR

First Mode Bending Equation:

R'Y, (xa)
N = ~28gqogq Ny - w2 + 1 G B
M B1®B1M1 B1M1 57.3'MZ“

SoY¥, (xa) + InYs (x4) m s
gl1 (Xg) * Igh (xg) . Kk
57.3 W, P- 2 w1 (e By

+

(1 + l)th Mode Bending Equation:

5 R'Yi+l (XG)

Mi41 = ~2CB1419B1+1M141 ~ ©Bi+1Mi+1 ¥ 57.3 M, B

Se¥aan (%) * Te¥ia (%g) 4
57.3 My

+

Control Sensor Equations:

Attitude Gyro:

2

- 7.3 T ¥ G

Rate Gyro:

=
"

Pp - 57.3 % vy (xpg) Ny

B-4

(B11)

(B12)

(B13)

(B1k)

(B15)



Accelerometer:

qSCN a . 1
o a 1 Ao.
Yr =5 3at 5.3 m b T 5.3 R'?[ m

m v
-y SkE (B16)
L o fk

Angle of Attack:

@ = By + ooy - 573 F (B17)

Data was supplied for the S-IB-201 vehicle payload combina-
tion. All structural mode data was obtained from NASA memo no.
R-ASTR-F-65-6. As a result of reviewing this data, it was deter-
mined that the bending problem was adequately described by the
first three bending modes (1B, 2B, 3B) and the fourth and fifth
tank cluster modes (4C, 5C). This determination was made by
assuming that each mode was uncoupled and being forced at its
natural frequency by the control engines. The relative amplitude
of each mode detected by a rate sensor located at the instrument
unit (Sta 1690) was then used as an indication of the relative
significance of each mode. This relationship, readily obtained
from equations (B4) and (B6), is

Y. (xn)
" = R!? G 1 !
1y (I0) = BB g5 sgsiony Vi (o) (B18)

By assuming a unit thrust amplitude (R'B = 1) and a damping
ratio of 0,01 for all modes, this relationship simplifies to

Yy (x1q) (B19)
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Not all of the five modes are equally significant at each
flight time., For the critical flight times at which point tra-
jectory studies were conducted, the modes listed below are the
most significant, and were consequently those used for the point

studies,

(1B (1B
- %28 T = 100 %23
(4C (3B
(56
(1B (1B
T = 40 E2B T = 140 E2B
(5¢ (3B
(1B
T = 80 E2B
(38

The assumption of uncoupled modes is invalidated when the con-
trol system loop is closed. However, the inherent attenuation
resulting from compensation networks and the actuation system tend
to increase the frequency weighting, thus further reducing the
significance of the higher frequency modes.

Propellant slosh mode data was obtained from NASA memo no.
R-ASTR-F-65-6. A review of this data indicated that the dominant
slosh mode was that of the SIV-B Lox tank. This was verlfled by
examining the effect of each slosh mode on the first mode bending
frequency. The amount by which the first mode frequency changed
was used as an indication of the relative coupling of each slosh

mode.

The complete set of data used in the Phase I study is summar-
ized in tables Bl through B8. Included are the five structural

modes previously noted and the SIV-B slosh mode.
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Figure Bl. Vehicle Geometry
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TABLE B2

BODY STATION - INCHES

Flight Time (seconds)

Station-

Inches 0 20 40 60 80 | 100 | 120 | 140
X1y 1,690 | 1,690 1,690 1,690 1,690 1,690 | 1,690 | 1,690
Xop 825 | 830 |82 |743 |1,000|1,151]1,153] 1,153
Xen 748 739 739 750 779 832 926 1,092
Xg1, 1,110 | 1,110| 1,110} 1,110 1,110} 1,110 | 1,110 1,110
X 100 |100 | 100 |100 |100 |100 |100 | 100
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